
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-709-1 CODE:  (SP) 
 
DATE: 05/05/2008 
 
SUBJECT: Metal Pipe 
 
Section 709, Metal Pipe, of the 2004 Edition of the Mississippi Standard Specifications for Road 
and Bridge Construction is hereby amended as follows: 
 
After Subsection 709.02 on page 649, add the following: 
 
907-709.02.1--Aluminized Corrugated Metal Culvert Pipe and Pipe Arches.  All aluminized 
metal pipe and arches shall be manufactured from Type 2 corrugated metal pipe and arches in 
accordance with the requirements of Subsection 709.02. 
 
907-709.03--Bituminous Coated Corrugated Metal pipe and Pipe Arches. 
 
907-709.03.1--Materials.  Delete the first sentence of the first paragraph of Subsection 709.03.1 
on page 649, and substitute the following: 
 
Bituminous coated corrugated metal pipe and arches shall conform to the requirements of 
AASHTO Designation: M 190 and be completely coated inside and out with an asphalt cement 
which will meet the performance requirements hereinafter set forth. 
 
907-709.05--Polymer Coated Corrugated Metal Pipe and Pipe Arches.  Delete the first 
sentence of the first paragraph of Subsection 709.05 on pages 649 and 650, and substitute the 
following: 
 
Polymer coated corrugated metal pipe and arches shall conform to the requirements of AASHTO 
Designation: M 245, except the minimum gauge thickness shall be as shown on the plans or in 
the contract; however, corrugated metal pipe manufactured from sheets thicker than that 
specified will be acceptable when approved by the Engineer.  The internal diameter of corrugated 
metal pipe will be determined by inside measurement between the crests of the corrugations.  
Corrugations greater than 3" x 1" will not be allowed in arch pipe.   
 
907-709.06--Corrugated Metal Pipe for Underdrains.  Delete the sentence in Subsection 
709.06 on page 650, and substitute the following: 
 
Corrugated metal pipe shall conform to AASHTO Designation: M 36, Type III.  Type I pipe 
which has been perforated to permit the in-flow or out-flow of water may be used in lieu of Type 
III pipe.   
 
907-709.06.1--Aluminized Corrugated Metal Culvert Pipe For Underdrains.  All aluminized 
corrugated metal pipe for underdrains shall be manufactured from Type 2 corrugated metal pipe 
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and arches in accordance with the requirements of AASHTO Designation: M 36, Type III.  
Manufacturer must repair any damaged coating caused from perforating the pipe. 
 
907-709.07--Bituminous Coated Corrugated Metal Pipe for Underdrains.  Delete the 
sentence in Subsection 709.07 on page 650, and substitute the following: 
 
Bituminous coated corrugated metal pipe shall conform to the requirements of AASHTO 
Designation: M 190, Type A with a bituminous coating applied in accordance with the 
requirements of Subsection 709.03.  Manufacturer must repair any damaged coating caused from 
perforating the pipe. 
 
907-709.08--Polymer Coated Corrugated Metal Pipe for Underdrains.  Delete the sentence in 
Subsection 709.08 on page 650, and substitute the following: 
 
The metal pipe for underdrains shall conform to the requirements of AASHTO Designation: M 
245, Type III and the polymer coating shall conform to the requirements of Subsection 709.05.  
Type I pipe which has been perforated to permit the in-flow or out-flow of water may be used in 
lieu of Type III pipe.  Manufacturer must repair any damaged coating caused from perforating the 
pipe. 
 
907-709.09--Corrugated Aluminum Alloy Culvert Pipe and Arches.  Delete the first sentence 
in Subsection 709.09 on page 650, and substitute the following: 
 
Corrugated aluminum culvert pipe and arches shall conform to the requirements of AASHTO 
Designation: M l96, Type IA. 
 
907-709.10--Corrugated Aluminum Alloy Pipe for Underdrains.  Delete the first sentence in 
Subsection 709.10 on page 650, and substitute the following: 
 
Corrugated aluminum pipe underdrains shall conform to the requirements of AASHTO 
Designation: M 196, Type III.  Type I pipe which has been perforated to permit the in-flow or 
out-flow of water may be used in lieu of Type III pipe. 
 
907-709.11--Bituminous Coated Corrugated Aluminum Alloy Culvert Pipe and Arches.  
Delete the sentence in Subsection 709.11 on page 650, and substitute the following: 
 
Bituminous coated aluminum culvert pipe and arches shall conform to AASHTO Designation: M 
196, Type IA, and in addition shall be coated inside and out as specified in Subsection 709.03.  
Manufacturer must repair any damaged coating caused from perforating the pipe. 
 
907-709.13--Bituminous Coated Corrugated Aluminum Alloy Pipe for Underdrains.  Delete 
the sentence in Subsection 709.13 on page 650, and substitute the following: 
 
This pipe shall conform to AASHTO Designation: M 196, Type III, and shall be coated with 
bituminous material conforming to AASHTO Designation: M 190, type coating as specified.  
Manufacturer must repair any damaged coating caused from perforating the pipe. 


